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24 Executive Q&A
Netgear’s John McHugh chats about the power of 
being on the network and shares how his company is 
expanding its horizons in the pro AV market.

58 Viewpoint
AVI Systems’ Art Danner has realized that very few 
people celebrate career milestones anymore. And he 
wants to change that.
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HoverCam Pilot X Teaching Station

The What: Pilot X is a digital teaching station designed to drive stu-
dent engagement through teacher mobility. It combines every essential 
classroom technology into one convenient wireless station, so teachers 
can spend less time setting up and more time teaching. 

The What Else: Part of HoverCam’s Pilot series, Pilot X is a tablet-
based, battery-operated, wireless digital teaching station designed for 
mobility. The 13-inch, 10-point-touch tablet can be charged while 
docked on the station or be removed so teachers can move around the 
classroom. At the end of day, users simply remove the tablet and store 
it in the podium’s tablet bay for overnight security and charging.

Pilot X’s wireless transceivers beam the teaching station’s screen 
and touch annotations to any interactive flat panel, projector, or TV in 
up to UHD resolution. The document camera also features a built-in 
microphone for capturing audio.

The Bottom Line: Pilot X features a Windows PC and 13-mega-
pixel document camera, eliminating the outdated AV cart and putting 
the essential components educators need to enrich their students’ 
lives without being tethered to a desk or lectern. Teachers can work 
from the station or quickly disconnect the tablet to move around the 
classroom and take advantage of student collaboration opportunities 
as they arise. 

ZeeVee Dante-Enabled ZyPer4K Decoder
The What: ZeeVee recently announced support for Dante, a leading 
technology for IP-based transport and distribution of uncompressed 
streaming audio. The first version of ZeeVee’s ZyPer4K AV decoder 
with an integrated Dante transmitter is available now. 

The What Else: Equipped with Dante technology, the ZeeVee 
ZyPer4K decoder enables users to route any audio source within 
a ZyPer4K deployment to a Dante network. Dante audio over IP 
includes support for features such as human-readable names for all 
connected devices, automatic device discovery, one-click routing, 
and low deterministic latency. In addition, it provides stable perfor-
mance and enables automatic reconnection of system components 
after power cycles.

Like all Dante devices, the Dante transmitter found in the ZyPer4K 
decoder is managed by the Dante Controller application. This virtual 
patch panel provides for the convenient connecting of devices, clock-
ing, sampling control, and the ability to manually choose between uni-
cast and multicast signal distribution.

The Bottom Line: Audio from any ZyPer4K encoder can be routed 
directly to a Zyper4K decoder and inserted onto the Dante network 
via the embedded Dante transmitter. In addition, the ZyPer4K system 

allows video and audio to be independently routed, so users can opt to 
route both signals from different sources to the decoder.

Attero Tech Axiom ML1
The What: The latest product in the Axiom series of audio extension 
I/O modules, Axiom ML1 provides audio extension of analog mic and 
line level sources over Cat-5/6 UTP cabling in a single-gang, Decora-
style wallplate.

The What Else: Its combo XLR and 1/4-inch input connector 
accepts dynamic microphones, with 40 dB of adjustable gain, and offers 
a fixed attenuator pad for the 1/4-inch connector, with +4 dBu nominal 
input level. A 3.5mm jack with -10 dBV (consumer) nominal input level 
features 20 dB of adjustable gain and is summed to mono.

Front-panel gain knobs are provided for the combo mic input and the 
3.5mm input. Audio signal level indi-
cator LEDs for each input provide 
quick feedback for proper input gain 
adjustments. Selectable sum-to-
mono options for both inputs allow 
two ML1s or an ML1 and another 
Axiom device to be daisy-chained on 
a single bus.

Like other Axiom-series audio 
extension modules, the Axiom 
ML1 sends mono or stereo ana-
log audio for up to 100 meters 
(total run length) over the 
Attero Tech Axiom bus, via Cat-5 or Cat-6 cable, to an Axiom AXP2O 
expander unit. The AXP2O, in turn, outputs balanced analog audio on 
three-pin depluggable connectors for connection to commercial audio 
equipment. The AXP2O also enables RS-232 control integration for 
Axiom products featuring control, with initial configuration supported 
through Attero Tech’s unIFY Control Panel software.

The Bottom Line: Simple to install and use, Axiom products add 
convenient, aesthetic audio connectivity and installation-friendly form 
factors well targeted for use with business music systems, DSPs, and 
amplifiers aimed at applications in cost-constrained retail, hospitality 
and education venues.


	



